





Time change of steel and coating film applied to the old living hut 
built in 1969 at Syowa Station, Antarctica
Teruo Kondo1* and Zenkichi Hirayama2
Abstract: The results of an investigation of steel and paint coated galvanized steel
sheet used in the old living hut built in 1969 at Syowa Station, Antarctica are
described.
The steel corrosion products consist of Ï-FeOOH and Î-FeOOH, which are pro-
duced in air, and the mineral component CaAl2SiO8. However, Ç-FeOOH, which can
be produced in air and includes a great amount of chloride ion, is not detected. In
addition it is speculated that the paint coated galvanized steel sheets applied to roofs,
walls and floors of the building are coated by two or three-layers of oxidation-cured
melamine.
It is judged that metallic corrosion and coating deterioration reactions are inhibited
in Antarctica where air temperature and relative humidity are low all year, even
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1．は じ め に
南極昭和基地で 1969年に建設され，約 29年間使用された第 10居住棟 (高床式木質パネル







2．調 査 方 法
2.1. 分析用試料
a．鋼材
1) 鉄筋：異形棒鋼 18.5 Í× 150 mm
2) 等辺山形鋼： L― 30× 30× 6 mm
b．塗装亜鉛めっき鋼板
1) 屋根パネルの一部 (約 110× 110 mm)
2) 壁パネルの一部 (約 110× 110 mm)





を適用して，40 kV–16 ÒA，Rh管球，300 sの条件で分析した．
b．塗装亜鉛めっき鋼板に適用された塗膜成分の分析
1) 膜の断面構成：ビデオマイクロスコープ (キーエンス製　VH-6300型) を適用して，塗
装亜鉛めっき鋼板から採取した塗膜の破断面を拡大して写真を撮影した．





























Table 1. Analysis of steel corrosion products.
含有元素 結晶性化合物
山形鋼
Fe Ca K Mn Ni Cu Ï-FeOOH Î-FeOOH
Zn Cr Sr V CaAl2SiO8
鉄　筋
Fe Ca K Ti Mn Ni Ï-FeOOH Î-FeOOH 
Zn Cr Sr CaAl2SiO8 
鋼材と塗膜の経年変化 515
図 1 屋根パネルの塗膜破断面
Fig. 1. Section of the coating film on
the roof panel.
図 2 壁パネルの塗膜破断面
Fig. 2. Section of the coating film on
the wall panel.
図 3 床パネルの塗膜破断面




















































(2001年 7年 16日受付; 2001 年 12月 18日改訂稿受理) 
鋼材と塗膜の経年変化 517
